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Motion and sequencing commands

MN Motor on

MF Motor off

WA Wait specified time

MR Move relative

MA Move absolute

DH Define home

GH Go home

RP Repeat from beginning of line

WS Wait until end of trajectory (motor stopped)

WA Wait absolute. Will halt the execution of the next command for x milliseconds.

FE0 Find edge (of travel in forward direction)

FE1 Find edge (of travel in reverse direction)

Parameter setup commands

SV Set Velocity

SA Set acceleration

DP Define proportional gain

SM Set maximum following error 

Setting Limit Switches action

LN Limit switch operation on

LF Limit switch operation off

LL Limits switches active low

LH Limit switches active high

Reporting commands

TP Tell position

TI Report the iteration number

TT Tell target

TF Tell following error (distance between position and dynamic target)

TS Report status

TY Tell programmed velocity

TL Tell programmed acceleration

TE Tell error (distance between position and final target)

GP Get SERVO gain

TV Tell actual velocity

TA Tell Analog input value

TC Tell I/O channel

TO Tell D/A output setting

CS Perform self-test checksum

TB Reports the address of the controller

Utility commands

EF Turn off echo to RS-232 port

EN Turn on echo to RS-232 port

RT Reset all parameters to default and do power-up start

I/O Commands

CF Channel off

CN Channel on

CI Channel In

CT Channel out

WN Wait until specified I/O channel = 1

WF Wait until specified I/O channel = 0
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